
HS5 HS7 HS8 HS8S

2

(-10dB) 54Hz - 30kHz 43Hz - 30kHz 38Hz - 30kHz 22Hz - 160Hz

2kHz 2kHz 2kHz -

LF 5" 6.5" 8" 8" 

HF 1" 1" 1" -

*

70W 95W 120W 150W

LF 45W 60W 75W -

HF 25W 35W 45W -

/ -10 dBu/ 10k ohms

/ - -10 dBu/ 600 ohms

( )
XLR3-31  ( ) XLR3-31  ( ) 2

PHONE ( ) PHONE ( ) 2

- XLR3-32 ( ) 2 (L&R)
LEVEL  (+4 dB/ )
EQ:HIGH TRIM  (HF +/- 2 dB )
     :ROOM CONTROL   (500Hz 0/-2/-4 dB)

LEVEL
PHASE   :NORM./REV.
HIGH CUT   (80-120Hz, 

)
LOW CUT   (80-120Hz, 

)
LOW CUT  (ON/OFF)

LED

45W 55W 60W 70W

MDF

 
     mm ( )

170  285  222 mm
(6.7"  11.2"  8.7")

210  332  284 mm
(8.3"  13.1"  11.2")

250  390  334mm
(9.8"  15.4 "  13.1")

300  350  389mm
(11.8"  13.8"  15.3")

5.3kg (11.7 lbs.) 8.2kg (18.1 lbs.) 10.2kg (22.5 lbs.) 12.5kg (27.6 lbs.)
*

■ 

■ HS5

HS5/HS7/HS8

HS8

HS8S

HS7 HS8S

■
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HS

HS
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■ 2 5
 1   

■ 54Hz - 30kHz
■ 45W LF  25W HF  70W  
■ ROOM CONTROL   HIGH TRIM

 
■ XLR  TRS phone

■ 2 8
 1   

■ 38Hz - 30kHz 
■ 75W LF  45W HF 120W  
■ ROOM CONTROL   HIGH TRIM

■ XLR  TRS phone

■ 2 6.5
 1   

■ 43Hz - 30kHz
■ 60W LF  35W HF  95W  
■ ROOM CONTROL   HIGH TRIM

 
■ XLR  TRS phone

■ 8  22Hz
■ 22Hz - 150Hz  
■ 150W  
■ LOW CUT LOW CUT  (80-120Hz)  HIGH 

CUT  (80-120 Hz) PHASE

■ XLR  TRS XLR

HS5

HS8

HS7

HS8S

6.5  5 8 8
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 6dB
HS

HS10W

 HS8S

▲ HS5, HS7, HS8▲

HS8S

HS 2  
ROOM CONTROL  HIGH TRIM 

HS XLR  TRS phone
HS8S HIGH CUT

80Hz  120Hz PHASE LOW CUT
LOW CUT  80Hz 120Hz HS8S 

XLR TRS phone XLR

NS-10M MSP  HS Yamaha
HS

HS


