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About Adaptive Performance™ 
Adap�ve Performance™ is an EAW technology that allows FOH engineers and system technicians to 
easily provide ideal coverage to of any environment or audience geometry. U�lizing proprietary 
so�ware and hardware, Adap�ve Systems such as Anya and O�o provide users with the remarkable 
ability to define (and redefine) their coverage in situ, a�er the system has been deployed or even mid-
show. Should the audience size increase or decrease, the systems engineer can affect changes in 
seconds – simply by entering the desired coverage and uploading these parameters to the arrays. 
Adap�ve Systems accomplish this, while providing extraordinary output, consistency and fidelity at all 
volume levels and coverage pa�erns. 

This Applica�on Guide will provide users with informa�on on Adap�ve Systems applica�on and design 
concepts, powering and processing informa�on and rigging and transporta�on techniques.  

 

 

  

自 适 应 系 统

关于自适应调整性能技术（Adaptive PerformanceTM）

自适应调整性能是 EAW 的一项技术，让主扩调音台工程师和系统技术人员轻松实现对任何环境、任何观
众位置分布的理想覆盖。自适应系统如 Anya 和 Otto 使用专用的软硬件，在系统开始工作或甚至在表演
过程中，为用户提供无与伦比的性能，就地定义（或重定义）他们的覆盖。不管观众规模扩大还是缩小，
系统工程师都能在数秒内实施改变——只需简单输入所需覆盖，将其参数上传至阵列中。自定义系统在
实现这些的同时，在所有的音量层和覆盖模式上都提供极佳的输出、连贯性和真实度。

这本应用指南将为用户提供自定义系统应用信息与设计理念，驱动处理信息与安装、装运技术。
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Overview  

About Anya 
Anya arrays are designed using one module type only. Since the coverage of the system is adaptable 
from 90 degrees down to 90 degrees up, supplemental “downfill” or “upfill” enclosures are 
unnecessary. A�en�on should be paid to the horizontal coverage requirements as Anya does not 
increase or decrease coverage in the horizontal plane via DSP. This is achieved by adding addi�onal 
ver�cal columns to the array.  

Anya is completely “full-range” and may not need the assistance of supplemental subwoofers. Musical 
content and un-weighted SPL requirements will usually decide if subwoofers are necessary. This will be 
addressed later in this document. 

Driver Compliment 
LF – Dual 15” direct radia�ng with Offset Aperture™ loading 

MF – Six 5” horn-loaded with CSA™ apertures and Radial Phase Plugs™ 

HF – Fourteen 1” horn-loaded on proprietary waveguide 

Each component within an Anya module is independently powered and processed using state-of-the-
art electronics. These electronics are contained in each module’s Power Plant, providing 22 channels of 
amplifica�on, 22 channels of DSP and all necessary networking components in a field-replaceable 
highly weather-resistant package.  
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概述

关于 Anya
Anya 阵列的设计只使用一种模块类型。该系统的覆盖可在向上 90 度和向下 90 度之间自定义调整，因此无需额外的

" 下区补音 " 和 " 上区补音 " 箱体。需要注意的是水平覆盖要求，因为 Anya 不通过 DSP 增加或减少水平面的覆盖，

而是通过添加额外垂直音列达成。

Anya 是完全 " 全频 " 的，一般而言无需额外的超低音音箱。音乐内容和不计权的声压级要求将决定是否需要超低音

音箱，这本指南在后面会进行说明。

驱动
低频 -- 双 15'' 换能器，通过偏置孔径（Offset ApertureTM）负载实现直接辐射

中频 --6 只 5'' 换能器，号角负载，带 CSATM 孔径和辐射相位塞（Radial Phase PlugTM）

高频 --14 只 1'' 换能器，号角负载于专用波导上

Anya 模块的每个部件都使用最先进的电子元件进行独立供电和处理。这些电子元件包含于每个模块的动力装置上，

在现场可替换、可应对任何天气状况的装置内提供 22 通道放大，22 通道数字信号处理和所需的所有联网部件。
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标称覆盖

水平 --单音列使用时水平覆盖为70度，在阵列中，每音列的中心覆盖为60度（10度重叠）以使单列间的过渡降至最小。

Anya 的水平阵列覆盖角度定义为 60 度圆弧。事实上，单音列的覆盖为 70 度，但多个音列组合使用时会有 10 度重叠，

以在水平面上实现均匀覆盖。系统工程师必须浏览房间的平面图，或亲自视察场地，决定可从特定阵列中获得多少平

面覆盖。浏览坐席图和舞台布局，知晓可利用的安装点和可获得的模块，对工作大有裨益。

垂直——完全可变

应该留意，Resolution 软件计算出 Anya 的垂直覆盖将总是不对称的。覆盖从不源于固定的 Q 值（如 45、60、90 度，

目标向下 10 度），而是经过轮廓调节提供可能的最连贯覆盖。这意味着会有很复杂的模式。

推荐的“投射”距离

Anya 提供远距离“投射”的能力只会受到大气条件的限制。诸如空气吸收、风和环境声值之类的因素会最终限制任

何音响系统的投射。然而，像 Anya 这样的自适应系统如果运用得当，可轻松获得 91.44m（300'）或更远的投射。

想获知经验法则测量的阵列规模和最大投射，请参见《系统设计实践》一章。
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Nominal Coverage 
Horizontal - 70 degrees when used as a single column. Columns array on 60-degree centers (10-degree 
overlap) to minimize the transi�on from one column to another. 

Anya’s horizontal array angle is defined in 60 degree arc segments. A single column by itself is actually 
70 degrees, but there is a 10 degree overlap built-in when mul�ple columns are used in order to create 
homogenous coverage in the horizontal plane. It is important for the system’s engineer to review 
either the room drawings in a plan view or to physically inspect the venue to determine how much 
horizontal coverage will be required from a given array. It is both helpful and thorough to review the 
sea�ng diagrams, stage layout, available rigging points and the number of modules available to do the 
job. 

 

 

Ver�cal – Completely Variable 

It should be noted that the ver�cal coverage of Anya, as calculated by Resolu�on so�ware, will almost 
always be asymmetrical. Coverage is never derived from fixed Q (i.e. 45, 60, 90 degrees, aimed at 10 
degrees down) but will be contoured to provide the most consistent coverage possible. This means 
that the pa�ern will be complex. 

Recommended “Throw” Distances 
Anya’s ability to “throw” sound great distances is restricted only by atmospheric condi�ons. Factors 
such as air absorp�on, wind and ambient sound levels will ul�mately limit the throw of any sound 
system. With Adap�ve Systems such as Anya however, distances of 300’ and further are easily 
a�ainable with proper deployment. 

For a general rule-of-thumb rela�ng array size and maximum throw, see the “System Design Prac�ces” 
sec�on of this Guide. 
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About Otto 
Like Anya, O�o arrays are designed with a single module type. Each O�o module includes Offset 
Apertures in all four corners and two independently-processed 18” woofers to generate a variety of 
coverage pa�erns, even from only a single module. 

O�o modules are designed to be �ght-packed, with interlocking flybars and IR transceivers on all faces. 
“Shotgun” or end-fire arrays, “delay-arc” or broadside arrays, and simple single-column stacks are all 
readily achievable depending on the performance and logis�cal requirements of a given event or 
venue. 

O�o is designed to both extend and augment the low-frequency response of any Adap�ve product. 
Depending on the system configura�on and performance needs, engineers may choose to low-pass 
O�o simply to provide addi�onal extension, or may overlap O�o and other Adap�ve products (such as 
Anya) to supplement both extension and output. 

Driver Compliment 
VLF – Dual 18” woofers with Offset Aperture™ loading 

As with Anya, each driver is independently powered and processed. All amplifica�on and processing 
electronics are housed in the unit’s Power Plant.

关于 Otto

像 Anya 一样，Otto 阵列的设计也只使用一种模块类型。每一 Otto 模块所有四个拐角处都包括偏置孔径和两个独立

处理的 18'' 低音单元，即便是单一模块也能产生多种覆盖模式。

Otto 模块的设计使装置更紧凑，各面都装有连锁吊装架和红外收发器。根据特定活动和场地的性能和物流要求，可

轻松实现端射阵列、垂射阵列和简单的单列堆叠。

Otto 的设计扩展和提高了自适应产品的低频响应。根据系统配置和性能需求，工程师可选择低通 Otto 提供额外的

扩展，或组合使用 Otto 和其它自适应产品（例如 Anya）以同时保证扩展和输出。

驱动

超低频 -- 双 18'' 低音单元，偏置孔径（Offset ApertureTM）负载

如同 Anya，Otto 的每个驱动都独立进行供电和处理。所有的放大和处理电子元件都位于动力装置内。
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阵列及总体系统设计

Anya 阵列通过两种不同方式创建。无论单音列有多少模块，垂直覆盖都完全可变，意味着所需模块数量取决于声压

级和指向性需求。可通过增加音列提高水平覆盖，增加一列则增加 60 度覆盖。Resolution 软件的 " 阵列助手 " 可根

据现有模块的数量，帮助创建三维覆盖预测。只需将场地定义为 Resolution 软件中的一个模型，启用阵列助手即可

轻松获得最终结果。当然也可以修改结果，包括重新定义覆盖，增加或减少阵列的箱体。一旦在 Resolution 软件上

做出改变，参数会自动重新计算并显示出来。一旦确认该模型符合您的预期，只需将新的设定上传至 Anya 阵列中，

系统就准备就绪。

阵列一致性

在系统设计中，最大的挑战在于如何从包含多种换能器的多种箱体中产出一致的波前，尤其当这些箱体在水平面和垂

直面都进行阵列组合时。幸运的是，Anya 从设计之初就最大化实现一致性，让系统只通过一种方式创建：垂直组合时，

所有模块直线悬挂，无任何弯曲角度；水平组合时，箱面紧挨，完全闭合。这排除了阵列组合失当的可能，提供了极

度可预测的设计，并可进行效仿。每个 Anya 模块代表了垂直范围上线声源的一部分和水平范围上 70 度的 " 圆弧 "。

超低音音箱

尽管对 Anya 而言，超低音音箱的使用是任选的，但是特定音乐类型和环境条件可能需要超低音音箱的支持。如果需

要额外的超低音音箱支持，EAW 的 Otto 是 Anya 的理想搭配。这款超低音音箱将自适应调整性能扩展至超低音音域，

为场地提供理想的低频覆盖模式。

系统设计实践

Anya 系统设计实践

尽管预测 Anya 阵列需要多少模块基于多种因素，但还是没有传统线阵列系统中需要考虑的因素多。

鉴于 Anya 的垂直覆盖由 EAW Resolution 软件决定，任何尺寸的单音列无论处于何地都可在 180 度垂直波宽间调整，

因此进行 Anya 阵列设计时需要考虑的因素简化如下：

1） 水 平 覆 盖 --Anya 的 水 平 覆 盖 由 每 阵 列 的 音 列 数 决 定。 列 阵 以 每 列 60 度 圆 弧 的 方 式 组 合

（60,120,180,240,300,360）。单音列的水平覆盖其实是 70 度，但在阵列中，每增加一列就增加 60 度，有少

量覆盖重叠，以在每列间实现平滑过渡。另外，EAW Resolution 通过处理在多音列间进行对齐，使列间接缝尽

可能小。 
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2）总体声压级要求 -- 就像大家期待的那样，Anya 阵列总体可获得的声压级由阵列中音箱个数所决定。通常，

系统都是根据混音位置的声压级而设计。大部分专业的主扩调音台工程师都知道需要多少声压（A 或 C 计权）

提供给艺术家。Anya 阵列可轻易添加或移除模块，多种声压级算法可精确计算出特定声压级需求下所需模块的

确切数字。另外，不管有多少可获得的模块和处于何种自然环境限制（最大高度和最小阵列顶离地高度）， 在

Resolution 阵列助手的帮助下，设计师都能使覆盖、输出和一致性达到平衡。

3）指向性 -- 在讨论指向性时，Anya 遵循经典的线阵列理论。像任何线声源一样，指向性开始的频率是根据线

阵列总体的长度进行预测的。更简单点说：阵列越长，就能在越低的频率上对指向性进行控制。指向性对舞台

溢出控制，户外噪声控制，室内反射控制和 " 投射 " 距离都大有裨益。

使用 EAW ResolutionTM

EAW Resolution 技术是决定各种应用的阵列设置能否达到最优的关键。凭借 EAW 专用的 FChart 模型和计算引擎，

Resolution 让用户轻松为场地建模，勾勒出多种阵列设计，让用户决定最适合场地和最高效的阵列尺寸与形状。

用户只需定义阵列位置、允许的阵列顶离地高度、最小间距及可利用的模块数目，然后使用阵列助手决定特定场地最

佳的阵列配置。很多情况下，最佳结果无需进一步预测就能得到。运行阵列助手后，用户可通过手动添加或移除模块

和观察预测结果的改变，对结果进行调整。这样，自适应阵列可在任何应用中达到最优化。

另外，Resolution 通过 Dante 协议与自定义系统直接连接，让用户将系统的处理参数从模型中上传至实体阵列中，

调整均衡和覆盖并实时监控所有自定义部件。使用自定义系统不再需要其它别的软件。

请访问 www.eaw.com 下载最新版本的 Resolution。
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How Array Length Affects Directivity 
It would be beyond the scope of this guide to go into the actual physics of how line arrays behave 
and when it comes to ver�cal direc�vity, Anya behaves similarly to any true line source. The 
difference with Anya is its ability to define that direc�vity dynamically and across the en�re audible 
spectrum. 

The key to direc�vity is array length. This should not be confused with the number of drivers. A 
properly designed line array system will exhibit the same direc�vity from the same physical length 
regardless of whether this length is made up of 8”, 10”, 12” or 15” components. The key is the 
length of the array itself and how that length affects the wavelength being produced. 

The samples below show three array types in the same venue. The first array is very short with 
only 4 x Anya modules being deployed. The contour line feature in Resolu�on has been used to 
clearly show the defini�on of the ver�cal contour at 125Hz. It is clear that with this array length, 
the 125Hz frequency is seeing only slight direc�vity control.  

 

The second image demonstrates what would happen with the same frequency in the same venue 
but with an Anya array of 12 modules instead of 4. It is quite clear how much more direc�ve the 
ver�cal has become in this image and if we con�nue to add modules to the array, the effect will 
become more pronounced. 

 

阵列长度对指向性的影响

线阵列如何运作的物理学不在本指南的讨论范围之内，而说到垂直指向性，Anya 和其它线阵列的情况大体一致。差

别在于 Anya 能动态定义垂直指向性，并能通过所有可听到的波谱。

指向性的关键在于阵列长度。这不应该和驱动的数量相混淆。设计得当的线阵列系统，在阵列长度一致的情况下会呈

现相同的指向性，而不管这个阵列是由 8''，10''，12'' 还是 15'' 的部件组成。关键在于阵列自身的长度，以及阵列

长度对产生的波长的影响。

以下例子展示了同一场所里三种不同的阵列类型。第一种阵列长度很短，只组装了 4 x Anya 模块。Resolution 里的

轮廓线特征用来直观展示 125 Hz 处垂直轮廓的清晰度。显然，此阵列长度下 125Hz 处对指向性的控制很有限。

第二张图展示了 12 个而不是以 4 个 Anya 模块组成的阵列，在同样的场地里同样的频率处对指向性的控制。可清楚

看到这张图的垂直指向性增加不少，如果继续增加阵列的模块，效果会更明显。
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And finally, we see the result when the maximum number of Anya enclosures is suspended 
(maintaining a 10:1 design factor). This 18-module column of Anya produces an extremely �ght 
ver�cal pa�ern at 125Hz across this listening area. If direc�vity at lower frequencies is required for 
the applica�on, array length must be considered. 
 

 

Below, a table rela�ng array size, low-frequency pa�ern control and effec�ve “throw” distance is 
provided as a rule-of-thumb guide. This assumes a flat audience surface and an array suspended at 
a typical trim height (i.e. approximately 10m/32 feet). More complex audience geometries will 
produce different results and should be studied in Resolu�on. 
 

Array Length 
(modules) 

Approximate LF Control Cutoff 
(Hz) 

Approx. Effec�ve Throw 
(�)* 

Approx. Effec�ve Throw 
(m)* 

2 800 50-75 15-25 
4 400 100-125 30-40 
6 265 150-200 45-60 
8 200 200-275 60-85 

10 160 250-325 75-100 
12 130 300-400 90-120 
14 115 350-475 105-145 
16 100 400-550 120-170 
18 85 450-600 140-180 

* Assumes nominal 10m/32-foot trim height. Depending on actual trim as well as SPL and 
consistency requirements, maximum throw distances may be greater or less than as stated. 

 

 

 

 

最终，我们看到了最多数量的 Anya 箱体悬挂组合成阵列（保持 10:1 的设计因数）时的结果。在此收听区域，18 模

块的 Anya 音列在 125Hz 处产出非常紧凑的垂直模式。如果应用需要在更低频率控制指向性，阵列长度必须考虑在内。

下面一张表格，提供了阵列尺寸、低频模式控制以及有效的 " 投射 " 距离，作为概测法指南。它假定坐席表面平坦，

阵列以典型的阵列顶离地高度（大约 10 m/32 feet）悬挂。更复杂的观众坐席分布产生不同的结果，在 Resolution

里会有针对研究。

阵列长度
（模块）

低频控制截止近似值
（Hz）

有效投射近似值
（ft）*

有效投射近似值
（m）*

2 800 50-75 15-25

4 400 100-125 30-40

6 265 150-200 45-60

8 200 200-275 60-85

10 160 250-325 75-100

12 130 300-400 90-120

14 115 350-475 105-145

16 100 400-550 120-170

18 85 450-600 140-180

* 假定标称阵列顶离地高度为 10 m/32-foot。根据事实的阵列顶离地高度、声压级和一致性要求，最大投射距离会

比表上数字略大或略小。
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A Note About Balcony Faces and Other Obstacles 
Anya has the ability to “split” coverage to avoid balcony faces and other obstacles to reduce slap-back. 
Line arrays func�on on some very stringent criteria; the overall effects of coupling and direc�vity rely 
on the con�nuous nature of the source to produce the desired, predictable results. Gapping or 
fracturing the wavefront in any way ul�mately affects the systems coupling and direc�vity control. This 
is true for any properly designed line array system.  

As part of its calcula�ons, Resolu�on so�ware distributes the coverage of Anya based on depth of 
throw. Energy is decreased on surfaces that are closer to the array and increased to provide sufficient 
SPL and coverage to the back of the listening area. Since balcony faces are placed much closer to the 
arrays in the Resolu�on models, the so�ware will inherently reduce the SPL based on proximity, 
minimizing reflected energy much more effec�vely than would be possible by introducing gaps into a 
mechanically-ar�culated line array.  

The image below was created specifically to present this effect when using Anya physically pointed 
directly at a balcony face. Because of the low trim, the system is able to cover both under- and over-
balcony areas without addi�onal fill, while minimizing energy on the balcony face itself. 

 

 

关于挑台正面和其它障碍物

Anya 能够 " 分离 " 覆盖，避免挑台正面和其它障碍物以减少回响。线阵列的运行遵循非常严格的标准。耦合和指向

性的总体效果依靠连续的声源产出预期的所需结果，而波前间隔或断裂都会最终影响系统的耦合与指向性控制，对任

何设计得当的线阵列系统而言情况都是如此。

Resolution 软件基于投射深度分布 Anya 的覆盖，这是计算的一部分。在靠近阵列的表面，声音能量降低，然后逐

渐增加，为收听区域的后方提供足够的声压级和覆盖。在 Resolution 模型中，挑台正面的位置更靠近阵列，所以软

件将根据接近度来降低声压级，使反射的声音能量降至最低，这比在机械铰接的线阵列系统中增加间隔更加有效。

下图展示了 Anya 音箱直接面向挑台正面时产生的这种效果。由于阵列顶离地高度较低，系统可以覆盖挑台的上下区

域而无需补音，同时还使挑台正面的能量降至最低。
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关于 Anya-Otto 系统

Anya 和 Otto 在任何场合都能完美互补。两个系统都使用了核心的自适应调整性能技术，可配合使用，为各种场馆

提供理想的宽带覆盖。

与 Anya 系统配合使用时，推荐的 Otto 与 Anya 模块数目比率取决于音乐类型、与中高频输出相应的所需低频 " 冲

击 " 以及与现有动态余量相应的总体输出电平。以下比率可作为布置 Anya 和 Otto 系统的一般规则，代表了两个系

统在全功率输出时超低音音箱和全频音箱达到相对平衡。有些情况下，若 Anya 阵列有足够的低频动态余量，则无需

Otto 超低音音箱。

Otto：Anya 比率 典型应用

0:1（无 Otto） 古典音乐，轻爵士，轻摇滚

1:1.5 典型摇滚，流行或爵士乐

1:1 重摇滚或流行乐

2:1 电子舞曲，蓝调或重金属

注：在下面的应用场所案例中，Resolution 模型尚未包含 Otto 阵列，但给出了推荐的数量以供参考。
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应用场所设计案例

这部分包含各种应用场所案例，以及为各场所推荐的系统。场馆类型、容量、推荐系统尺寸和期待的声压级见下表。

这些规则并非固定不可变，而应当做起点或相似系统和设备设计的基准。

场地类型 容量（人） 系统尺寸（模块） 连续声压级（dBA）

现场俱乐部 1,000 (8) Anya+ (6) Otto 110-116

剧院 2,500 (12) Anya+ (8) Otto 108-112

竞技场 15,000 (48) Anya+ (32) Otto 105-109

棚式建筑 20,000 (36) Anya+ (24) Otto 104-108

体育场（180 度） 55,000 (60) Anya+ (40) Otto 100-104

体育场（270 度） 70,000 (84) Anya+ (48) Otto 100-106

室外活动 100,000 (48) Anya+ (32) Otto 105-109

注：所有声压级计算执行最平坦宽频率响应下的 "White" 调音。
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Venue: Live Club 
 
Perspec�ve Venue View 

 

Though suitable for the largest stadiums, Anya and O�o systems are also scalable to even medium-
sized live performance clubs as shown in this example. With just two arrays of four modules each, Anya 
can provide excep�onal coverage and very high SPL throughout the en�re club. 

Though flying both Anya and O�o arrays is recommended to achieve the best consistency between the 
floor and balcony, O�o subwoofer modules can easily be ground-stacked if necessary. Adap�ve 
Performance will s�ll work to op�mize output and direc�vity to the extent possible, even with a 
ground-stacked configura�on. 
 

System Components & Configura�on 
8 Anya Modules (2x 4 modules) 
6 O�o Modules (2x 3 modules) 
2 Anya Flybars 
2 O�o Flybars 
2 Adap�ve Distro Racks 

Accessory Cabling Package 
 

Predicted Performance 
Average SPL: 113 dB (con�nuous) 
Varia�on: +/- 3 dB 

 
Rigging Configura�on 

(4) 1-ton motors 
 

 
 
 
 

场地：现场俱乐部

场地透视图

Anya 和 Otto 系统不仅适用于最大型的体育馆，也可用于中型现场表演俱乐部，如上图所示。凭借两个

四模块阵列，Anya 可以为整个俱乐部提供无与伦比的覆盖和非常高的声压级。

Anya 和 Otto 阵列推荐吊挂安装，以实现地板和挑台间最好的连贯性，如若出于需要，Otto 超低音音箱

也可自地面堆叠。即便带有地面堆叠的配置，自适应调整性能技术也能发挥作用，使输出和指向性达到最

佳。

系统成分 & 配置 预测性能

8    Anya 模块（2 x 4 模块） 平均声压级：113 dB（连续）

6    Otto 模块（2 x 3 模块） 容差：+/- 3 dB

2    Anya 吊装架

2    Otto 吊装架 装备配置

2    自适应配线箱支架 （4）吊重 1 吨电机

      整套光缆配件

展示模式：宽频率声压级 A
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Plan Venue View 

 

 
Sec�on Venue View 

 
 

场地平面图

场地剖视图

展示模式：宽频率声压级 A
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场地：剧院

场地透视图
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Venue: Theater 
 
Perspec�ve Venue View 

 

This example represents a typical 2,500-seat proscenium theater with a deep orchestra and under-
balcony space, and steep upper balcony reaching a height far above array trim. As can be seen, two 
arrays of 6 Anya modules are sufficient to handle nearly any SPL applica�on necessary for this 
par�cular venue. With an average of 110 dBA, the system will easily handle heavy rock and metal 
groups and the length of the array at 3m in will provide useful direc�vity results allowing the 
predictable use of condenser microphones. 

Another benefit of the design is that with the arrays being 9’ in length, it is possible to place the arrays 
in a ver�cal posi�on to serve both the main floor and balcony sec�ons from single columns (by 
preserving line-of-sight to all seats). Addi�onally, this configura�on provides significant a�enua�on on-
stage. 

System Components & Configura�on 
12 Anya Modules (2x 6 modules) 
8 O�o Modules (2x 4 modules) 
2 O�o Flybars 
2 Anya Flybars 
2 Adap�ve Distro Racks 

Accessory Cabling Package 

Predicted Performance 
Average SPL: 110 dB (con�nuous) 
Varia�on: +/- 2 dB 

 
Rigging Configura�on 

(4) 1-ton motors 
 

  
 

  

这个案例展示的是一个典型的剧院，舞台前部有 2,500 个座位，乐队演奏处和挑台下方空间纵深宽广，

陡斜的挑台上方远远高于阵列顶离地高度。如图所示，两个阵列，每阵列由 6 个 Anya 模块组成，可为该

场地提供几乎所有声压级应用。凭借 110 dBA 的平均声压级，系统可为重摇滚和金属乐团服务。长达 3

米的阵列允许使用电容传声器进行预测，可提供有用的指向性结果。

该设计另一个好处在于长度为 2.7m(9') 的阵列可垂直安放，单个音列即可服务主舞台和挑台部分（通过

保留与所有座位间的视距）。另外，此配置提供了至关重要的舞台衰减。

系统成分 & 配置 预测性能

12  Anya 模块（2 x 6 模块） 平均声压级：110 dB（连续）

8  Otto 模块（2 x 4 模块） 容差：+/- 2 dB

2  Otto 吊装架

2  Anya 吊装架 装备配置

2  自适应配线箱支架 （4）吊重 1 吨电机

  整套光缆配件

展示模式：宽频率声压级 A
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Plan Venue View 

 

 
Sec�on Venue View 

 

场地平面图

场地剖视图

展示模式：宽频率声压级 A
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Venue: Arena
 
Perspec�ve Venue View 

 

In a typical arena, a 48-module Anya system will provide excellent 270-degree coverage, employing 
two arrays with main columns of 12 modules each and two ou�ill columns with 6 modules each. SPL is 
consistent around 107 dB with minimal varia�on. 

System Components & Configura�on 
48 Anya Modules (2x 12+6+6 modules) 
32 O�o Modules (4x 8 modules) 
4 O�o Flybars 
6 Anya Flybars 
8 Adap�ve Distro Racks 
 Accessory Cabling Package 

Predicted Performance 
Average SPL: 107 dB (con�nuous) 
Varia�on: +/- 2 dB 

 
Rigging Configura�on 

(2) 2-ton motors – main Anya columns 
(8) 1-ton motors – side Anya columns & O�o 
  

 
 
 
 
 
 

  

场地：竞技场

场地透视图

在一个典型的竞技场，48 模块的 Anya 系统使用两个阵列，每个主音列由 12 个模块组成，每个外侧补声

列由 6 个模块组成，可提供 270 度的卓越覆盖。在 107 dB 左右，声压级连贯且容差最小。

系统成分 & 配置 预测性能

48  Anya 模块（2 x 12 +2 x 6 +2 x 6 模块） 平均声压级：107 dB（连续）

32  Otto 模块（4 x 8 模块） 容差：+/- 2 dB

4  Otto 吊装架

6  Anya 吊装架 装备配置

8  自适应配线箱支架 （2）吊重 2 吨电机 --Anya 主音列

    整套光缆配件 （8）吊重 1 吨电机 --Anya 外侧补声列 &Otto

展示模式：宽频率声压级 A
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Plan Venue View 

 
 

Sec�on Venue View 

 
 
 
 

场地平面图

场地剖视图

展示模式：宽频率声压级 A
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Venue: Shed 
 
Perspec�ve Venue View 

 

This example represents an outdoor “shed”-style venue, including a heavily-raked sea�ng bowl and 
capacity of approximately 20,000 a�endees. The system offers an extended horizontal pa�ern with 
two arrays, each containing one on-stage column of 10 modules and one off-stage column of 8 
modules. In this configura�on, Anya provides excellent horizontal and ver�cal coverage for the en�re 
venue despite the steep up-angle to reach the top seats. 

O�en situated in suburban areas, shed venues can be also be the source of community-sensi�ve noise 
issues. Adap�ve systems provide an enormous advantage in addressing these issues precisely 
controlling coverage and allowing the ability for the system engineer to adjust this show-by-show or 
even during a show if necessary. 

System Components & Configura�on 
36 Anya Modules (2x 10+8 modules) 
24 O�o Modules (2x 12 modules) 
2 O�o Flybars 
4 Anya Flybars 
6 Adap�ve Distro Racks 
 Accessory Cabling Package 

Predicted Performance 
Average SPL: 106 dB (con�nuous) 
Varia�on: +/- 2 dB 

 
Rigging Requirements 

(6) 2-ton motors 
 

  
 
Plan Venue View 

场地：棚式建筑

场地透视图

这个案例展示的是一个室外的棚式场地，包括坡度很大的观众席，可容纳近 20,000 位观众。该系统通过

两个阵列提供扩展的水平模式，每个阵列包含 10 模块的舞台上音列和 8 模块的舞台下音列。在这种配置

下，Anya 为整个场地提供了出色的水平和垂直覆盖，尽管坡度很大，也能让顶部的观众听到。

由于棚式场地通常位于郊区，有时会造成比较敏感的社区噪声问题。自适应系统在解决这些问题上有得天

独厚的优势，因为它可以精准控制覆盖范围，让系统工程师在表演之间，甚至在表演的过程中进行调整。

系统成分 & 配置 预测性能

36  Anya 模块（2 x 10 +2 x 8 模块） 平均声压级：106 dB（连续）

24  Otto 模块（2 x 12 模块） 容差：+/- 2 dB

2  Otto 吊装架

4  Anya 吊装架 装备配置

6  自适应配线箱支架 （6）吊重 2 吨电机

    整套光缆配件

展示模式：宽频率声压级 A
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  20 

 
 

Sec�on Venue View 

 
 
 

场地平面图

场地剖视图

展示模式：宽频率声压级 A
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Venue: Stadium (180-degree seating) 
 
Perspec�ve Venue View 

 

This example illustrates a large stadium with the stage configured at one end, and sea�ng wrapping 
around 180 degrees. Each array consists of two columns: one of 18 Anya modules for the long-throw 
por�on of the coverage, and another column of 12 Anya modules for ou�ill. Even with a vast throw 
distance differen�al, SPL is remarkably consistent, varying by less than 2 dB across the en�re sea�ng 
area and offering projec�on to reach the farthest areas of the stadium while maintaining excellent 
a�enua�on on stage. 

 

System Components & Configura�on 
60 Anya Modules (2x 18+12 modules) 
40 O�o Modules (4x 10 modules) 
4 O�o Flybars 
4 Anya Flybars 
10 Adap�ve Distro Racks 
 Accessory Cabling Package 

Predicted Performance 
Average SPL: 102 dB (con�nuous) 
Varia�on: +/- 2 dB 

 
Rigging Requirements 

(10) 2-ton motors* 

  
* Assumes two 2-ton motors for each 18-module Anya column. 

 
 
 
 

场地：体育场（180 度坐席）

场地透视图

这个案例展示的是一个大型体育场，舞台在一端，被坐席 180 度环绕包围。每个阵列由两个音列构成：

一个 18 模块的 Anya 音列用于远程投射覆盖；另一个 12 模块的 Anya 音列用于侧补声。即便投射距离

相差很大，声压级也可以保持连贯，整个坐席区域的容差不超过 2 dB，可投射到体育场最远的区域，同

时又保持舞台上出色的衰减。

系统成分 & 配置 预测性能

60  Anya 模块（2 x 18 + 2 x 12 模块） 平均声压级：102 dB（连续）

40  Otto 模块（4 x 10 模块） 容差：+/- 2 dB

4    Otto 吊装架

4    Anya 吊装架 装备配置

10  自适应配线箱支架 （10）吊重 2 吨电机 *

      整套光缆配件

        * 假定每个 18 模块 Anya 音列带 2 台吊重 2 吨电机。

展示模式：宽频率声压级 A
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Plan Venue View 

 
 

Sec�on Venue View 

 
  

场地平面图

场地剖视图

展示模式：宽频率声压级 A
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Venue: Stadium (270-degree seating) 
 
Perspec�ve Venue View 

 

This example illustrates the same large stadium, but with coverage expanded to 270 degrees through 
the addi�on of one column per array. On-stage columns remain at 18 modules each, with two off-stage 
columns of 12 modules each. As before, SPL remains remarkably consistent, varying by no more than 
+/- 2 dB with excellent a�enua�on on-stage. 

 

System Components 
84 Anya Modules (2x 18+12+12 modules) 
48 O�o Modules (4x 12 modules) 
6 O�o Flybars 
4 Anya Flybars 
12 Adap�ve Distro Racks 
 Accessory Cabling Package 

Predicted Performance 
Average SPL: 103 dB (con�nuous) 
Varia�on: +/- 3 dB 

 
Rigging Requirements 

(12) 2-ton motors* 

  
* Assumes two 2-ton motors for each 18-module Anya column. 

 
 
 
 
 

场地：体育场（270 度坐席）

场地透视图

这个案例展示的是同样大型的体育场，但通过每阵列多加一个音列将覆盖范围扩展至 270 度，舞台上的

每个音列仍然由 18 个模块组成，舞台下有两个音列，每列由 12 模块组成。声压级一如既往地保持连贯，

整个坐席区域的容差不超过 +/-2 dB，同时保持舞台上出色的衰减。

系统成分 & 配置 预测性能

84  Anya 模块（2 x 18 + 2 x 12 + 2 x 12 模块） 平均声压级：103 dB（连续）

48  Otto 模块（4 x 12 模块） 容差：+/- 3 dB

6    Otto 吊装架

4    Anya 吊装架 装备配置

12  自适应配线箱支架 （12）吊重 2 吨电机 *

      整套光缆配件

               * 假定每个 18 模块 Anya 音列带 2 台吊重 2 吨电机。

展示模式：宽频率声压级 A
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Plan Venue View 

 
 

Sec�on Venue View 

 
  

场地平面图

场地剖视图

展示模式：宽频率声压级 A
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Venue: Outdoor Festival 
 
Perspec�ve Venue View 

 

Outdoor fes�vals include a number of inherent challenges. First and foremost, the typical audience 
areas and throw distances are very large. The following example shows a large concert area (550’ deep 
x 650’ wide) for a well-known fes�val in the UK. The design uses two arrays, each with one main 
column of 16 Anya modules and one ou�ill column of 8 modules. The system is clearly capable of 
addressing the 500+ foot throw without any need for delay towers, delivering coverage to the most 
distance seats with only a 2 dB reduc�on in SPL as compared to seats less than 100 feet from the stage. 

Addi�onally, a major advantage with Anya over any other pro-touring system on the market is its 
ability to tailor coverage in-situ. It is no secret that major outdoor fes�vals endure the wrath of 
surrounding neighborhoods on a regular basis and noise control is of paramount importance to fes�val 
promoters and city government. 

Most fes�vals begin early in the day and run late into the evening. The first half of the day is usually 
light on fes�val a�endees rela�ve to the number that can be expected for the headliners later in the 
evening. S�ll, with conven�onal systems, there is no way to tailor the coverage. The mains will run all 
day long in full coverage regardless of how many a�endees are present. While delay rings may be 
turned off un�l they are required later in the evening the mains cannot be altered 

Anya has the ability to alter the coverage to whatever the needs are at any �me. Coverage could be 0 
to 50 feet at the beginning and 20 to 300 in the evening or anywhere in between. The ability to tailor 

场地：户外活动

场地透视图

户外活动在本质上面临诸多挑战。首先，观众区域非常大，投射距离非常长。下列案例展示的是一个大型

的音乐会场地（167.6m 深 x 198.1m 宽），用于英国一个非常著名的节日。该设计使用 2 个阵列，每个

阵列包含一个 16 模块的 Anya 音列和一个 8 模块的侧补声音列。该系统可以应付 152.4+ 米（500+ 英尺）

的投射而无需延迟塔帮助，可将覆盖传送至最远的坐席，与距离舞台 30.5 米（100 英尺）以内的坐席相

比声压级只减少 2 dB。

另外，相对市场上其它专业巡演系统，Anya 的重要优势在于能就地调整覆盖。众多皆知，主要的户外活

动经常引发周边社区的怒气，所以对活动组织者和政府而言，噪声控制是重中之重。

大部分活动很早就开始，一直持续到深夜。前半天观众通常比较少，夜深时大牌出现，观众会相对地多起来。

而传统的系统无法按需求调整覆盖，不管现场有多少观众，主音列都会全覆盖全天运行。虽然延时环可能

会处于关闭状态，晚上需要时才开启，但是主音列无法更改。

Anya 能随时根据需求调整覆盖，一开始覆盖范围可以是 0-15.2 米（0-50 英尺），在晚间或表演中间任

何时候覆盖可调整至 6-91.4 米（20-300 英尺）。如此按需调整覆盖保证了周边地区不会受到系统不必

要溢出的轰炸。如果活动持续两天，每天都有半天处于节能模式，相当于周边社区少受干扰一天。关键在

展示模式：宽频率声压级 A
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于即便减少系统的覆盖也不会影响指向性覆盖。而在传统的系统中，要实现这些就得关闭阵列的某部分，

势必对指向性有负面影响。有了 Anya 和 Otto，不管覆盖需要到达哪里，阵列的全部输出都能实现。下

列案例展示了 " 全覆盖 " 和 " 削减覆盖 " 选项。在 " 削减覆盖 " 的情况下，因为整个阵列被用于更小的区域，

所以覆盖区域的声压级增加，使该区域达到更大的声压级。

系统成分 & 配置 预测性能

48  Anya 模块（2 x 16 + 2 x 8 模块） 平均声压级：107 dB（连续）

32  Otto 模块（4 x 8 模块） 容差：+/- 2 dB

4  Otto 吊装架

4  Anya 吊装架 装备配置

8  自适应配线箱支架 （6）吊重 2 吨电机 *

  整套光缆配件 （4）吊重 1 吨电机

               * 假定每个 18 模块 Anya 音列带 2 台吊重 2 吨电机。

（下页继续）
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Plan Venue View – Full Coverage 

 
 

Sec�on Venue View – Full Coverage 

 
 

 

场地平面图－全覆盖

场地剖视图 - 全覆盖

展示模式：宽频率声压级 A
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Plan Venue View – Reduced Coverage

Sec�on Venue View – Reduced Coverage 

场地平面图 - 削减覆盖

场地剖视图 - 削减覆盖

展示模式：宽频率声压级 A




