ARCHITECTURAL SPECIFICATIONS
OUTLINE MOVIE FX 101

The loudspeaker shall be a 2-transducer, 2-way, passive, low-distortion surround unit with 20° downward-facing front panel. The nominal dispersion shall be 90° x 60° (horizontal x vertical).
The transducers shall consist of a ten-inch bass-reflex-loaded woofer and a one-inch horn-loaded compression driver.
The cabinet shall have two rigging points which consist of two 10 mm holes on a L-shape bracket on its top rear edge.
The loudspeaker shall require only one amplifier channel and the connector type shall be a speaker screw connector.
The frequency response shall be 57 Hz to 18k Hz (-10dB).
Maximum peak SPL output for one box shall be 134.4 dB calculated using +10dB crest factor signal in half-space. 
The power handling of the loudspeaker shall be 250 W AES continuous and 1000 W AES peak.
The sensitivity of the loudspeaker shall be 101.3 dB SPL @ 1 W, 1 m, 2π.
The nominal impedance of the unit shall be 8 Ω.
The enclosure shall be 500 mm high, 450 mm wide, 290 mm deep and the weight shall be 15.5 Kg.
The loudspeaker shall perfectly match the rest of the system (L-C-R and subs), being designed by the same company and featuring high-grade components manufactured by the same speaker corporation to ensure the same tonal balance and voicing.

